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2-LAYER  BLOWN  FILM  MACHINE

· LAYOUT  OF  2-LAYER  BLOWN  FILM  MACHINE

· SPECIFICATIONS

Screw Diameter
Film Thickness

Film(roller) Width
Production Capacity

Main Motor
Winder Type

Power Consumption

Ø60mm & Ø40mm
0.03~0.1mm

700mm(800mm)
max. 70Kg/hr

AC 40HP (standard), AC 10HP
Auto or Semi-auto Surface Winder

5.3m x 3.3m x  6m

Model YJF-2-Ø60/Ø40-800L

#. Specification and drawing is changeable for the improvement of function.
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PACKING MACHINE & OPTIONAL ITEM

This machine is PP woven bag & paper sewing machine 
which is driven by clutch motor

START WINDER HAND TROLLEY  TUBING MIXER COOLING TOWER

Total working press
One Bailers
Daylight
Stroke
Main motor
Packing capacity

32 ton (210kg/cm)
100 Bags(max.)
1,700mm
1,100mm
7.5 HP × 6P (5.5KW)
300 bags/hour
1,200×1,750×3,800mmDimension(L×W×H)

This machine is packing machine making a bundled 10 pcs each. 
It is controlled by wire rope and button switch.

PRESS & BANDING MACHINE (WPB-50)

Strapping Speed
Strap Width
Package Size
Power Supply

Dimension
8 sec/ cycle
15, 18 mm
(W)300-1030, (H)100-790, W/T 1000Kg
220/ 380V, 3PH, 50/60 Hz, 0.85KVA

(W)1940×(D)830×(H)2630mm

#. Specification and drawing is changeable for the improvement of function.

#. Specification and drawing is changeable for the improvement of function.

#. Specification and drawing is changeable for the improvement of function.

#. Specification and drawing is changeable for the improvement of function.

Dimension

Strap Width
Package Size
Speed
Power Supply

(W)940×(D)640×(H)780
W/T 112kg, Table(H) 1780
6, 9, 12, 15, 18mm
Minimum (W)80×(H)30
4 Sec / Cycle
100 / 220V, 1PH, 50/60Hz, 0.63KVA

HYDRAULIC BALING PRESS (KHP-50M)

SEMI-AUTO DESK BANDING MACHINE

MANUAL  SEWING  MACHINE

OPTIONAL ITEM

Appliaction
Max. sewing speed
Stitch length[mm]
Needle
Lubrication
Motor
Lift of the presser foot[mm]
Hook

Item

Heavy
2,000
0~9
DPx17#22(DBx1#22)
Auto
Clutch motor
Hand-7  Knee-16
Drive type-Rotary  Position-Vertical Size-x2

KM-640UBL
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 WATER JET LOOM FOR  P.P,  P.E  WOVEN  CLOTH & TARPAULIN

· LAY-OUT OF WHL-SERIES

❶

❸

❷

❹ ❻❺

❶ Weft Measuring Mechanism    ❷ Creel Stand    ❸ Tarpaulin   ❹  Cement bag   

❺ Container bag   ❻ PP bag

WHL-130
WHL-150
WHL-210
WHL-260

A
2,600
2,800
3,400
3,900

B
1,860
2,060
2,660
3,160

C
1,300
1,500
2,100
2,600

D
2,290
2,290
3,440
3,440

E F

Buyer’s Option

Section
Size(mm)

#.Specification and drawing is changeable for the improvement of function.

· SPECIFICATIONS

Item Model Unit

Material
Denier of Yarn
Mesh Density

Weaving Width
Production Speed

Low Denier, Low Mesh
High Denier, High Mesh

Creel Stand
Power Supply

Main Motor
Power Consumption

AC 220V or 380V, 50Hz or 60Hz
SP (array) 600(15x10x2x2)

3HP 4P
4.5Kw/hr

600(15x10x2x2)

3HP 4P
4.5

1080(20x9x3x2)

5HP 4P
5.5

1320(22x10x3x2)

5HP 4P
5.5

max.1300 (51.2)

800~850
600~700

R.P.M
R.P.M

max. 2100 (82.7)

650~750
550~600

max. 1500 (59)

750~850
600~700

max. 2600(102)

550~650
450~500

WHL-130 WHL-150 WHL-210 WHL-260

Dr
Picks/Inch
mm (inch)

P.P or HDPE  Flat Yarn
800~1600

7x7 ~ 16x16

 Notice : This specifications are subject to change for user’s requirement or vender’s improvement without prior notice.

· ELECTRIC SPECIFICATION

· CREEL STAND

WHL-130
WHL-150
WHL-210
WHL-260

600 spindles ( 2 lines 10 stairs 15 steps)
600 spindles ( 2 lines 10 stairs 15 steps)
1080 spindles (3 lines  9 stairs 20 steps)
1320 spindles (3 lines 10 stairs 22 steps)

WHL 130, 150
3HP 4P (2.2 Kw)

4.5 KWH

Main Motor
Winding Motor
Input Voltage

Power Consumption

WHL 210, 260
5HP 4P (3.75 Kw)

5.5 KWH

30KG - Cm² ( Torque Motor )
AC 220V, 380V, 410V / 50Hz, 60Hz

1) Bobbin-Spindle :  35- 180,  35- 210,  50- 210
2) Arrangement :
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